
 CABLE LENGTH TOL IAW  IPC A-620 

UNLESS OTHERWISE SPECIFIED
LEADING DIMENSIONS ARE INCHES

DIMENSIONS IN [ ] ARE MILLIMETERS

ALL DIMENSIONS ARE FOR REFERENCE ONLY 
AND SUBJECT TO CHANGE WITHOUT NOTICE.
UN-DIMENSIONED/NON-CRITICAL FEATURES 

MAY VARY IN SIZE AND LOCATION
COLORS MAY VARY

TOLERANCES:

.XXX = ±.005 [0.13]
.XX = ±.02 [0.5]

.X = ±.2 [5]
± 1/32

FRACTIONS

ANGLES ± 1°

CABLE LENGTH TOLERANCES:
                         ≤12 [305] = +1 [25] / -0
      >12 [305] ≤ 60 [1524] = +2 [51] / -0
  >60 [1524] ≤ 120 [3048] = +4 [102] / -0
>120 [3048] ≤ 300 [7620] = +6 [152] / -0
                     >300 [7620] = +5% / -0
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KEYING FEATURE SEALING SURFACE

SUPPLIED RJ45 PLUG
SUITABLE FOR SOLID OR
STRANDED CONNECTORS
OF .037-.042"

NOTES:

1. CABLE RANGE:   .271" / .330"

2. ASSEMBLED OVERALL LENGTH IS APPROX. 3.3"

3. MATERIALS AND FINISH:
        EXTERNAL PARTS: ALUMINUM, ANODIZED (BLACK)
        INTERNAL PARTS: ALUMINUM
        MISCELLANEOUS HARDWARE: STAINLESS STEEL
        SEAL: SILICONE
        LANYARD: STAINLESS STEEL (NYLON COAT)

4. LANYARD LENGTH: APPROXIMATELY 6.0"

5. RATED IP-68 WHEN MATED OR DUST CAP IS ENGAGED.
    PERFORMANCE MEETS OR EXCEEDS CATEGORY 6 ANSI/EIA 568-C.

6. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

7. COMPONENT SHALL BE INDIVIDUALLY PACKAGED.
    SHIPS UNASSEMBLED.
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DESCRIPTION

C6 PLUG ANOD .271-330 DCAP
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SHEETSCALE

INTERPRET ALL DIMENSIONS AND
TOLERANCES PER ASME Y14.5
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