LC DS Rev-E Asize
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ZONE | REV DESCRIPTION DATE CHANGED BY APPROVED
WIRlNG MAP B ECO-15269 04/16/2026 HBAKKE REVANGELIS
CABLE
P1 | BUFFER | P2
COLOR
1 | BLUE [ 13
2 |ORANGE| 14
3 | GREEN | 15
4 | BROWN | 16
5 | GRAY | 17
6 | WHITE | 18
7 RED | 19
8 | BLACK | 20
9 |[YELLOW | 21 LENGTH A
10 | VIOLET | 22 SEE NOTE 2
11 | ROSE | 23
12 | AQUA | 24
13 | BLUE | 1 FIBER 1 FIBER 1
14 |ORANGE| 2
15 | GREEN | 3 KEY UP KEY DOWN
16 | BROWN | 4 /
17 | GRAY | 5 / .
18 | WHITE | 6 Al o [\
. [19 | ReD | 7 1 Bl :ﬂ:m:ﬂ:' ) m lme E
20 | BLACK | 8
21 | YELLOW]| 9
22 | VIOLET | 10 P1 P2
23 | ROSE | 11 MPO/UPC MALE MPO/UPC MALE
24 | AQUA | 12 24 FIBER CONNECTOR 24 FIBER ROUND CABLE 24 FIBER CONNECTOR
50/125 MULTIMODE OM4
@3.8mm LSZH (LOW SMOKE ZERO HALOGEN) RATED
COLOR: AQUA
TOTESALL CONNECTORS SUPPLIED WITH A DUST CAP INSTALLED CADING DIVENSIONS ARE INGHE ®
O SRR TE L_ com &y
. TOLERANCES:
2. CABLE ASSEMBLY LENGTH DETERMINED BY ITEM PN AND a2l FRACTIONS INTERPRET ALL DIMENSIONS AND
XX =+.02[0.5] 132 an INFINIT® company TOLERANCES PER ASME Y14.5
DESCRIPTION. XXX =+005[0.13] | ANGLES *1 N —
3. CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY. CABLE LENGTH TOLERANCES: ~Website: www.L-com.com
4. CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IAW 12 psos) < S 208 A8 Phone: 1.800.341.5266 | 1.978.682.6936 NONE | 1OF1
L-COM SPECIFICATION PS-0031. Sl B B TR R 24 FIBER OM4 MPM-MPM LSZH AQU
>300 [7620] = +5% / -0 -
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