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INITIAL RELEASE

ECN7073 DIELECTRIC WITHSTANDING VOLTAGE TO 4000 VRMS (AT SEA LEVEL)
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FRACTIONS
7/16 DIN Male Crimp Connector for LMR600

SRAUTUS
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ALL OTHER DIMENSIONAL TOLERANCES:

50 High Street, West Mill, 
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COLOR VARIATIONS

North Andover, MA 01845 USA.
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PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF

    >12 [305] ≤60 [1524] = +2 [51] / -0
              1.978.682.6936

UNDIMENSIONED FEATURES± 1/32

THIRD-ANGLE PROJECTION
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       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 

DESCRIPTION MATERIAL FINISH
BODY BRASS SILVER
SHELL BRASS NICKEL

INSULATOR PTFE ---
CENTER PIN BRASS SILVER

PIN BRASS SILVER

NOTES:
    ELECTRICAL:
       IMPEDANCE:   50OHM
       FREQUENCY RANGE: DC~6 GHz
       INSERTION LOSS: .2 dB MAX.
       WORKING VOLTAGE: 2700 VRMS MAX.
       DIELECTRIC WITHSTANDING VOLTAGE: 4000 VRMS MIN. (AT SEA LEVEL)

    PACKAGING:
       COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN 
         ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
EU RoHS DIRECTIVE (MOST RECENT RELEASED VERSION)
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