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MOUNTING BRACKET

NOTES:

MOUNTING BRACKET MATERIAL: .05 [1.27] THK ALUMINUM.1.
PROTECTOR MATERIAL:2.

 BODY: ALUMINUM•
 CONTACT: GOLD PLATED BRASS•
 INSULATOR: PTFE•

COMPONENTS SHALL BE PACKAGED IN ACCORDANCE3.
 WITH L-COM SPECIFICATIONS.
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

SURGE PRO 0-3GHz N-M/NFB

UNLESS OTHERWISE SPECIFIED,

DFRISIELLO

COLOR VARIATIONS
MAY OCCUR

11/16/2010OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0

T-Rev.D1

ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION

50 High Street, West Mill, 
North Andover, MA 01845 USA.
Phone:  1.800.341.5266
              1.978.682.6936

43321
CAD FILE: AL-NMNFB.SLDDRW

ANGLES ± 1°
± 1/32

FRACTIONS       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 

LIGHTNING  PROTECTOR


	Sheet1
	Drawing View1
	Drawing View3
	Drawing View6
	Drawing View7
	Drawing View8


