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INITIAL RELEASE

ECN 5493 ADDED PCB AND LINE DESIGNATION SIDE NOTES 04/29/11

B.PUCHASKI

B.PUCHASKI

C ECN 7294 UPDATE SHOWING LATEST ENCLOSURE REV 02/13/14 B.PUCHASKI

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE
THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

43321

UNDIMENSIONED FEATURES
ALW SERIES LP's

LIGHTNING PROTECTOR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

B.PUCHASKI

WEATHERPROOF ENCLOSURE FOR

MAY OCCUR

DIMENSIONAL TOLERANCES:

.X = ±.1 [2.54]
.XX = ±.01 [.25]

.XXX = ±.005 [.13]

ANGULAR  TOLERANCES:

ALL = ± 1°

MOUNTING SCREWS (2X)
(NOT INCLUDED)

FOR CLARITY
COVER REMOVED

CONNECTOR TYPE VARIES
WITH MODEL - REFER TO
MODEL SPEC SHEET

COVER REMOVED
FOR CLARITY

GLAND

GROUND CLAMP
(2X)

CABLE

CONNECTOR TYPE VARIES WITH MODEL
   - REFER TO MODEL SPEC SHEET - 

1.97
50

4.30
109.2

4.91
124.8

3.14
79.7

4.45
113

NOTE:
EACH UNIT TO BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPECIFICATIONS.

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)

APPLIES TO MODEL#

ALW-CAT5EJ
ALW-CAT5EJ24
ALW-CAT5EP

ALW-CAT5HPJ
ALW-CAT6HPJ
ALW-CL2-12
ALW-CL2-15
ALW-CL2-24
ALW-D2-05
ALW-D2-12
ALW-DSLJ
ALW-DSLS.83

21.1


