
LENGTH

NICKEL PLATED
ZINC ALLOY HOOD

2X  M2 X 0.4
THUMBSCREW

UL STYLE 2990, 25 TWISTED PAIR, 28 AWG STRANDED
COPPER SPIRAL WRAPPED ALUMINIZED POLYESTER 
SHIELD PLUS TINNED COPPER BRAID.
JACKET: PVC, COLOR: LIGHT GRAY (400C)

MALE 68 PIN
PICO RIBBON
CONNECTOR

(0.8mm PITCH)

MALE 50 PIN
MICRO D-SUB
CONNECTOR
(.050" PITCH)

MOLDED HOOD
AND STRAIN RELIEF,

PVC, LIGHT GRAY

PIN 1

PIN 1

"P1"

NOTES:

1.  CABLE DRAIN WIRE CONNECTED TO METAL FRAME OF 
     EACH CONNECTOR.

2.  CABLE ASSEMBLY SHALL BE TESTED FOR CONTINIUTY.

3.  CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
      ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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CA, SCSI5, .8mmCN68M/HP50M

CATEGORY

PRODUCT DESCRIPTION

    

CONFIGURATION DETAILS OF
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DATA CABLING

PROJECTION COLOR VARIATIONS
MAY OCCUR

DIMENSIONS ARE IN INCHES [mm]
UNLESS OTHERWISE SPECIFIED,

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ±.2

.XX = ±.02
.XXX = ± .005 
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