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PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE
THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

43321

YAGI ANTENNA

ANTENNA

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. CASTRO

UNDIMENSIONED FEATURES

MAY OCCUR

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

NOTES:

1.  ANODIZED ALUMINUM CONSTRUCTION.
2.  900MHz 3Dbi
3.  INDIVIDUALLY BOXED AND OEM LABEL PER PKG-00030/PKG-00021.

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)

PART NUMBER CONNECTOR AVAILABLE
HG903YE-NF N-TYPE RECEPTACLE STANDARD
HG903YE-NM N-TYPE PLUG STANDARD
HG903YE-RSP RP SMA PLUG STANDARD
HG903YE-SM SMA PLUG STANDARD
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