
NOTES:

1. ASSEMBLY COMES WITH 2 SELF-ADHERING FOAM STRIPS.

2. INTERNAL CONNECTIONS MADE WITH INTEGRAL
    CIRCUIT BOARD.

3. COMPONENT SHALL BE TESTED FOR CONTINUITY.

4. COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)

UNLESS OTHERWISE SPECIFIED,
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MAY VARY 
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FSCM NO.

MAY OCCUR 43321
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UNDIMENSIONED FEATURES

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]
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(4) UNSHIELDED TWISTED PAIRS, CATEGORY 5
24 AWG STRANDED COPPER(NOT SHOWN)

LABEL: WIRING DIAGRAM

JACKET: PVC, LIGHT GRAY
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