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LC CONNECTOR BODY (APC) 

SOC ADHESIVE PROTECT SLEEVE 

EYELET

SOC EXTENDED CRIMP SLEEVE 

SOC CRIMP RING FOR 3.0 CABLE 

SOC BOOT FOR 2-3MM CABLE 

NOTES:

1.  ALL DIMENSIONS ARE REFERENCE ONLY.

2.  CONNECTORS ACCOMPANIED WITH LC SQUARE DUST CAP       
     INSTALLED (NOT SHOWN).

3.  CONNECTORS ACCOMPANIED WITH A LC SOC DUST CAP WITH         
     EXTENDED HANDLEBAR INSTALLED (NOT SHOWN).

4.  PACKAGE CONSIST OF 10 UNITS, INDIVIDUALLY KITTED. PRODUCT SHALL BE
     PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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04/04/22A INITIAL RELEASE PHOSPODAR

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

LC APC SOC 3.0mm G652D Green

FIBER OPTIC

UNLESS OTHERWISE SPECIFIED,

VTHANGARAJ

COLOR VARIATIONS
MAY OCCUR

04/04/22OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0

T-Rev.D

ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION
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ANGLES ± 1°
± 1/32

FRACTIONS       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 
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