
GUTTADAURO

 LENGTH 30mm 
.463
11.75
MIN.

FEATURES:

USB 2.0 VERSION

OVER 1Mbps DATA TRANSFER RATE.

COMPATIBLE WITH WINDOWS, MAC, LINUX, ANDROID SYSTEM

PACKAGING:

CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

"P1"
USB 2.0 TYPE A

MALE CONNECTOR
"P2"

DB9 MALE
 CONNECTOR

PIN 1

PIN 1

2X, MOLDED HOOD 
AND STRAIN RELIEF,
PVC, TRANSPARENT BLACK

USB2.0 CABLE, 28AWG*1P+26AWG*2C
OVERALL ALUM/POLY FOIL AND DRAIN WIRE 
PLUS BRAID SHIELD
JACKET: PVC, TRANSPARENT

2X, 4-40 UNC-2A
THUMBSCRW

PART NUMBER LENGTH
(MILLIMETER)

USB2.0-RS232-1M 1000

USB2.0-RS232-1.5M 1500

USB2.0-RS232-2M 2000
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SCALE:
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REVISIONS

DESCRIPTION APPROVEDREV DATE

04/18/2023

05/11/2023A INITIAL RELEASE GUTTADAURO

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

USB TO RS232 CONVERTER CABLE

USB

UNLESS OTHERWISE SPECIFIED,

SLI

COLOR VARIATIONS
MAY OCCUR

04/18/2023OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0

T-Rev.D

ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION

50 High Street, West Mill, 
North Andover, MA 01845 USA.
Phone:  1.800.341.5266
              1.978.682.6936

43321
CAD FILE: USB2.0-RS232.SLDDRW

ANGLES ± 1°
± 1/32

FRACTIONS       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 
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