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LOCK WASHER

HEX NUT

.6 15.6

2X BNC JACK

1/2-28 UNEF-2A 
WITH "D" FLAT

SPECIFICATIONS;
  
MATERIALS;
SHELL: BRASS
CONTACTS: BRASS
INSULATOR: TEFLON

FINISH;
CONTACT: GOLD

ELECTRICAL;
CHARACTERISTIC IMPEDANCE: 50 OHMS
VOLTAGE RATING: 36V

PACKAGING:
COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
 ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

DIELECTRIC MATERIAL

.505 12.83

.470

RECOMMENDED 
PANEL OPENING

RoHS Compliant 
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REVISIONS

DESCRIPTION APPROVEDREV DATE

D.PARHAM 05/10/01

05/10/01A

B

RELEASED FOR PRODUCTION

REVISED TOLERANCES PER ECN 1489 08/08/03

MCCORMICK

MCCORMICK

C ECN 3112: UPDATE DWG FORMAT 12/13/07 D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

D ECN 4179: ADDED VOLTAGE RATING, CN RELEASE, NEW FORMAT 8/12/09 D.FRISIELLO

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

BNC JACK FEED-THRU ADAPTOR (INSULATED)

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

REF

RON CARRICK

COLOR VARIATIONS
MAY OCCUR

4/3/2001
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View4
	Drawing View5


