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ALL OTHER DIMENSIONAL TOLERANCES: PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]
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NOTES:

1.  MATERIALS:
       CONTACTS:    PHOSPHOR BRONZE OR BRASS
       INSULATOR:     POLYBUTYLENE TEREPHTHALATE (PBT) AND
                               GLASS-FIBER REINFORCED,  U.L. 94V-0 RATED
       SHELL:              STEEL 

2. FINISHES:
       CONTACTS:      GOLD PLATED
       TERMINALS:       GOLD PLATED
       SHELL:                ZINC, TIN OR NICKEL PLATED
     
3.  SUPPLIED WITH HARDWARE ASSEMBLED.

4.  SPECIFICATIONS:
       CURRENT RATING:  5 AMP
       DIELECTRIC STRENGTH: 1000V FOR ONE MINUTE
       INSULATOR RESISTANCE: 1000MΩ MIN. (AT 500V DC)
       CONTACT RESISTANCE: 25mΩ MAX. (MATED)
       TEMPERATURE RATING: -55 C TO +105 C

5. CONNECTOR SHALL BE INDIVIDUALLY PACKAGED IN
    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
EU RoHS DIRECTIVE (MOST RECENT RELEASED VERSION)

2X ISO M3.5 X 0.6 SCREWLOCK
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