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L-COM, INC. ANY REPRODUCTIONS IN PART OR WHOLE WITHOUT THE WRITTEN

UNDIMENSIONED FEATURES

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ±.2 [5.08]

.XX = ±.02 [.51]
.XXX = ± .005 [.13]

NOTES:

1.  APPLICATION NOTES:
     ALL- METAL HOUSING PROVIDES 100% SHIELDING

2.  LABELING:
     PANTONE 2945 BLUE. "L-COM" FONT MyriaMM ITALIC.
     "EMI FILTER" FONT ARIAL BOLD, TEXT HEIGHTS; .085"
     TEXT COLOR:  WHITE.

3.  SPECIFICATIONS:
  
     MATERIALS:
          SHELL:  COLD ROLLED STEEL
          CONTACTS:  BRASS
          INSULATOR:  PBT (UL 94V-0 RATED)

     FINISH:
          SHELL:  TIN PLATED
          CONTACT:  GOLD FLASH

     ELECTRICAL:
          CONTACT CURRENT RATING:  1.0 AMP MAX
          VOLTAGE RATING:  150 VAC (MAX)
          INSULATION RESISTANCE:  5000 MΩ @ 500 VDC
          CONTACT RESISTANCE:  15 mΩ (MAX)

     ENVIRONMENTAL:
          OPERATING TEMPERATURE RANGE:  -55 C TO 105 C.
          COMPONENT SHALL BE TESTED FOR CONTINUITY.     
          COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
          ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)
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JACKSCREW
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PIN 1
9 PIN, MALE
D-SUB CONNECTOR

RECOMMENDED PANEL CUTOUT
(MAX PANEL THICKNESS: 0.06")


