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FSCM NO.

ADPT, LOOPBACK TEST DB9F

D-SUBMINIATURE

COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

PIN 1

31
1.22

 .49
12.5

 

NOTES:

1. ALL- METAL HOUSING PROVIDES 100% SHIELDING.

2. CONNECTOR CONTACTS PLATING: GOLD FLASH.

3. INSULATOR MATERIAL; GLASS FILLED PBT U.L. 94V-0 RATED.

4. LOOPBACK ADAPTOR USES PINS IN WIRE DIAGRAM ONLY.

5. THUMBSCREW PLATING: NICKEL PLATED.

6. ALL OTHER METAL COMPONENTS  PLATING: TIN PLATED.

7. COMPONENT SHALL BE TESTED FOR CONTINUITY.

8. COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)
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