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ECN 7162: REVISED 1.37" OVERALL LENGTH TO 1.30". UPD ROHS NOTE
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CATEGORY

COLOR VARIATIONS

78

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

F
DP-FF.SLDDRW
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PROJECTION

NORTH ANDOVER, MA

FSCM NO.

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

NOTES:

1. COMPONENT SHALL BE TESTED FOR CONTINUITY.

2. COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
    ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)
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