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SEALING SURFACEKEYING FEATURE

RoHS Compliant 

NOTES:

1. CABLE SIZE: .190 / .270"

2. MATERIALS AND FINISH:
        EXTERNAL PARTS: ALUMINUM/BLACK ANODIZE
        INTERNAL PARTS: ALUMINUM
        MISC. HARDWARE: STAINLESS STEEL
        SEAL: SILICONE

3. RATING: IP-68

4. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

5. COMPONENT SHALL BE INDIVIDUALLY PACKAGED
    IN ACCORDANCE WITH L-COM SPECIFICATION LSP-010-1
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INITIAL RELEASE

ECN 6379: UPDATE DRAWING LAYOUT. UPDATED NOTES 9/11/12

D.GRIFFIN

D. DESJARDIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

PLUG ANOD .190-.270

TELECOM/MODULAR

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. CASTRO

COLOR VARIATIONS
MAY OCCUR

10/17/11
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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