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COLOR VARIATIONS
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REVISIONS

DESCRIPTION APPROVEDREV

OVERALL CABLE LENGTH TOLERANCE:
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01/19/2011A

01/19/2011

INITIAL RELEASE

ECN 8562: ADJUSTED HOLE PATTERN, DIM 2.34 TO 2.47, REVISED FORMAT 11/15/2016

DGRIFFIN

DFRISIELLO

07/22/2021ECN 11224 REMOVE CE IN NOTES,UPDATE TO LEGACY TEMPLATE
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PRODUCT DESCRIPTION
FRACTIONS
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

UNLESS OTHERWISE SPECIFIED,

C

LIGHTNING PROTECTORS

MAY OCCUR

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

UNDIMENSIONED FEATURES HGLN-CATx LIGHTNING PROTECTOR

DFRISIELLO

DIMENSIONS ARE IN INCHES [mm]

THIRD-ANGLE PROJECTION

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

North Andover, MA 01845 USA.

              >300 [7620] = +5% / -0

T-Rev.D

ALL OTHER DIMENSIONAL TOLERANCES:

Phone:  1.800.341.5266

50 High Street, West Mill, 

CONFIGURATION DETAILS OF

    >12 [305] ≤60 [1524] = +2 [51] / -0
              1.978.682.6936

43321
CAGE CODE

HGLN-CATx.SLDDRW

ANGLES ± 1

       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 

CRIMP LUG

1.44
36.6

1.22
31.0

GROUNDING STUD

1.65
42.0

C

NOTES:

COMPONENT ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
ACCORDANCE WITH L-COM SPECIFICATIO PS-0031

2X, RJ45 JACK

4X, #6 FLAT HEAD
MOUNTING HOLES

50.0
1.972.47

62.8

3.25
82.6

3.63
92.2


