
PIN 1

"P1"
25 PIN MALE

D-SUB CONNECTOR

TWO SETS OF USOC
COLORED CRIMP & POKE
LEADS (ONE SET SHOWN).

KIT AS SUPPLIED
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"J2"

POSITION 1

"J1"

2X RJ45 JACK

POSITION 1

 2.17
55.0
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15.8

 

2X 4-40 NICKEL PLATED
JACKSCREW WITH KNURLED HEAD

PLASTIC HOUSING,
ABS, LIGHT GRAY

 1.52
38.5

 

WIRING CHART
"J1" "J2" COLOR

PIN 1 PIN 1 BLUE
PIN 2 PIN 2 ORANGE
PIN 3 PIN 3 BLACK
PIN 4 PIN 4 RED
PIN 5 PIN 5 GREEN
PIN 6 PIN 6 YELLOW
PIN 7 PIN 7 BROWN
PIN 8 PIN 8 WHITE

NOTES:

1. LEADS: UL1061, 26 AWG STRANDED COPPER

2. ADAPTER KIT SHALL BE INDIVIDUALLY PACKAGED UN-ASSEMBLED
    IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)
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PROJECTION

A

MCCORMICK

UNDIMENSIONED FEATURES

UNLESS OTHERWISE SPECIFIED,

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]


