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REGULATORY COMPLIANCE:

2. ALL DIMENSIONS ARE FOR REFERENCE ONLY

    IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

C
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1. ADAPTER KIT SHALL BE INDIVIDUALLY PACKAGED UN-ASSEMBLED

NOTES:

WIRING CHART
RJ45 JACK COLOR

PIN 1 BLUE
PIN 2 ORANGE
PIN 3 BLACK
PIN 4 RED
PIN 5 GREEN
PIN 6 YELLOW
PIN 7 BROWN
PIN 8 WHITE
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PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]
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MAY OCCUR

ECN 1698: ADDED COMPONENT SPECIFICATION TABLE

A MCCORMICK1/22/01
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RELEASED TO PRODUCTION
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D. PARHAM

DFP

1/29/01

ECN 6971: UPDATED DESIGN, FORMAT, PACKAGING, COLOR FROM LT GRAY D. DESJARDIN

CATEGORY

COLOR VARIATIONS
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

ADAPTOR KIT, DB9F/RJ45 JACK

1/22/01

TELECOM/MODULAR

PROJECTION

NORTH ANDOVER, MA

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

2X 4-40 UNC-2A SCREW
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PIN 1

9 POSITION FEMALE
D-SUB CONNECTOR

RJ45 JACK
(8X8)

PIN 1
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8X FEMALE INSERTION TYPE CONTACTS

KIT AS SUPPLIED


