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PROJECTION

NORTH ANDOVER, MA

MODULAR

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2[51] / -0
>60 [1524] ≤120 [3048] = +4 / -0

>120 [3048] ≤300 [7620] = +6 / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = .3

.XX = .15 

"J1"
RJ45 JACK9 CONTACT FEMALE

(8X8)D-SUB CONNECTOR

"P1"

2X 4-40 THREAD

KNURLED PLASTIC

     WIRE COLORS PER
USOC WIRING SCHEDULE

1.6

40

    IN THE DESIRED POSITION IN THE D-SUB SHELL.
    BY INSERTING AND SEATING EACH FEMALE CONTACT
1. ADAPTOR KIT MAY BE PROGRAMMED AS NEEDED

NOTE:

SPECIFICATIONS
MOLDED PARTS ARE UL94V-0 RATED

MATERIAL:
   HOUSING: MOLDED ABS
          COLOR: DARK GRAY

  D-SUB
       INSULATOR: UL94V-0 THERMOPLASTIC
      CONTACTS: GOLD PLATED
      SHELL: TIN FINISH

  RJ45
      CONTACTS: GOLD PLATED, 50  µINCHES

RoHS Compliant �
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