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NOTES:

MATERIAL:
HOOD: DIE-CAST ZINC ALLOY
JACKSCREWS: STEEL OR STAINLESS STEEL
SADDLE & ASSEMBLY HARDWARE: STEEL OR STAINLESS STEEL
STRAIN RELIEF GROMMETS: PVC BLACK

FINISH:
HOOD: NICKEL PLATED, MATTE FINISH ON MAJOR SURFACES
JACKSCREWS: NICKEL PLATED; PASSIVATE IS OPTION FOR STAINLESS 
STEEL
SADDLE & ASSEMBLY HARDWARE: NICKEL PLATED; PASSIVATE IS OPTION 
FOR STAINLESS STEEL

MISCELLANEOUS:
INTENDED FOR USE WITH 9-PIN STANDARD AND 15-PIN HIGH DENSITY
D-SUBMINIATURE CONNECTORS.
SUPPLIED WITH 5 STRAIN RELIEF GROMMETS FOR CABLES HAVING 
DIAMETERS RANGING FROM .190 TO .335 INCH.

COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE WITH 
L-COM SPECIFICATION PS-0031.
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

DB9 AND HD15 HOOD KIT

D-SUBMINIATURE

UNLESS OTHERWISE SPECIFIED,

REF

T CLARK

COLOR VARIATIONS
MAY OCCUR

12/06/2004OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0
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ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION
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ANGLES ± 1°
± 1/32

FRACTIONS       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 
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