
 .76±.004
19.4±0.1

 

.82±.004
20.80±0.10

13/16 28UN -2A THREAD

 
16.9
.67 

(REF.)
13.5
.53

.24 
6.0

 

.69
17.5

REGULATORY COMPLIANCE:

ADAPTER SHALL BE INDIVIDUALLY PACKAGED IN 

CE2011/65/EU(RoHS DIRECTIVE)

3.
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

NOTES:

ADAPTER SHALL BE TESTED FOR CONTINUITY.1.

WATERPROOF RATE :IP672.

RECOMMENDED PAMEL CUT-OUT

WITH WATERPROOF CAP OR DUST CAP 
PANEL THICKNESS MAX:.110[2.8]

WITHOUT WATERPROOF CAP OR DUST CAP 
PANEL THICKNESS MAX:.157[4.0]

PIN4

USB2.0 WATERPROOF JACK
J2

CONTACTS GOLD PLATED

PIN1

J1
USB2.0 JACK

CONTACTS GOLD PLATED
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29.3

 

 1.00
25.4
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UNDIMENSIONED FEATURES

INITIAL RELEASE

MAY OCCUR

J.LABOY

CATEGORY

PRODUCT DESCRIPTION

D.CUI
DIMENSIONS ARE IN INCHES [mm]

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

43321

WATERPROOF USB A PANEL JACK FF

USB 2.0

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

PIN1 PIN4

GASKET

HOUSING

HEX NUT

LIQUID GLUE


