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NOTES:

MATERIAL:
INSULATOR: PBT, UL94V-0
CONTACT: BRASS
SHELL: NICKEL
OVERMOLD: PVC, GRAY

FINISH:
CONTACT: GOLD PLATE OVER NICKEL
SHELL: SILVER

MISCELLANEOUS:
CURRENT RATING: 3 AMP
DIELECTRIC STRENGTH: 1000V AC FOR ONE MINUTE.
INSULATOR RESISTANCE: 1000MΩ MIN AT 500V DC.
COMPONENT SHALL BE TESTED FOR CONTINUITY.
COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN A POLY BAG.
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12/9/08A INITIAL RELEASE D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

ADAPTER, USB TYPE B - M/F

USB

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.FRISIELLO

COLOR VARIATIONS
MAY OCCUR

12/8/08
DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.01

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°
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